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Lamp. TL5 DIR TL5 IND Color W Plum

TL5c
2GX13

55.50.21.0 
55.50.21.2

55.50.21.0 
55.50.21.2

60
60

65 W
65 W

180

270

5550210

Semiplanes C 90˚ 90˚

0˚

45˚

Im = 5000.00
Imax = 126.80 cd/klm

F UTE 0.54 H + 0.05 T
Eta = 58.89%

TL5c
2GX13

QR-111

G 53

55.51.22.0 
55.51.22.2

55.51.42.0 
55.51.42.2

60+1x100
60+1x100

165 W
165 W

TL5c
2GX13

QR-111

G 53

55.53.23.0 
55.53.23.2

55.53.43.0 
55.53.43.2

60+3x100
60+3x100

365 
W

365 
W

TL5c
2GX13

CDM-R111

GX 8,5

55.51.24.0 
55.51.24.2

55.51.44.0 
55.51.44.2

60 + 1x35
60 + 1x35

108,7 W
108,7 W

TL5c
2GX13

CDM-R111

GX 8,5

55.51.25.0 
55.51.25.2

55.51.45.0 
55.51.45.2

60 + 1x70
60 + 1x70

145 W
145 W

TL5 C
color 830

PC 850º
Máx.35 mm 210 x 190

IP 
20

CLASE
I 0º/30º 30º

1-10V
TL5 C Sce

ning

**

* ** *

295

60
75

Luminaria DUET con fl orón empotrado
DUET luminaire with recessed celing rose 

Electrónico Regulable
Electronic Regulable

Electrónico Regulable
Electronic Regulable

Electrónico Regulable
Electronic Regulable

Electrónico Regulable
Electronic Regulable

Electrónico Regulable
Electronic Regulable

Equipo / Gear

Downlight suspendido con fl orón para 
empotrar en techos registrables. El cuerpo 
y el difusor están fabricados en inyección 
de policarbonato, el difusor tiene un 
innovador acabado glaseado que evita 
deslumbramientos. Todos los modelos están 
disponibles en color blanco brillante RAL 9010 
o negro brillante RAL 9011. Lámpara TL5 C 
con temperatura de color 830 incluida.

Suspended downlight with rose for recessing 
in accessible ceilings.  The body and the 
diffuser are manufactured in injection moulded 
polycarbonate, the diffuser has an innovative 
glazed fi nish to avoid glare. All the models 
are available in gloss white RAL 9010 or 
gloss black RAL 9011. A TL5 C lamp, colour 
temperature 830, is included. 


